
Technical information page 3kudos

All kudos opening roofs : Tables for calculating Louvre Spans & Beam Spans.
                                                                 (see Technical information page 1 for how to use these tables)
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TITAN ROOF BLADE  3.9m                    3.7m                    3.6m                    3.4m

WIND ZONE                LOW                  MEDIUM             HIGH                VERY HIGH

 4.4m                    4.2m                    4.0m                    3.6mDELTA ROOF BLADE

Maximum roof louvre spans relative to wind-zone

LOW

MEDIUM

HIGH

VERY
HIGH

  

LOW

MEDIUM

HIGH

VERY
HIGH

LENGTH OF LOUVRE DOUBLE BEAM IS SUPPORTING

1.2m              1.6m             2.0m             2.4m             2.8m              3.2m              3.6m             4.0m   

1.2m              1.6m             2.0m             2.4m             2.8m              3.2m              3.6m             4.0m   

150 x 50m

200 x 50mm 

250 x 50mm

300 x 50mm

150 x 50m

200 x 50mm 

250 x 50mm

300 x 50mm

150 x 50m

200 x 50mm 

250 x 50mm

300 x 50mm

150 x 50m

200 x 50mm 

250 x 50mm

300 x 50mm

2 / 150 x 50m

2 / 200 x 50mm 

2 / 250 x 50mm

2 / 300 x 50mm

2 / 150 x 50m

2 / 200 x 50mm 

2 / 250 x 50mm

2 / 300 x 50mm

2 / 150 x 50m

2 / 200 x 50mm 

2 / 250 x 50mm

2 / 300 x 50mm

2 / 150 x 50m

2 / 200 x 50mm 

2 / 250 x 50mm

2 / 300 x 50mm

Beam span Engineering

SINGLE BEAMS                                                    DOUBLE BEAMS
150x50         200x50         250x50        300x50        2/150x50      2/200x50       2/250x50     2/300x50      

SINGLE 
BEAM TYPE

DOUBLE 
BEAM TYPE

WIND 
ZONE

WIND 
ZONE

LENGTH OF LOUVRE SINGLE BEAM IS SUPPORTING

4.6m               4.4m            3.8m              3.6m            3.4m              3.2m              3.2m             3.0m

5.8m               5.4m            5.0m              4.6m            4.4m              4.2m              4.0m             3.8m
7.2m               6.6m            6.0m              5.8m            5.4m              5.2m              5.0m             4.8m

8.2m               7.6m            7.2m              6.6m            6.4m              6.0m              5.8m             5.6m

4.2m               3.8m            3.4m              3.2m            3.2m              3.0m              2.8m             2.8m

5.4m               4.8m            4.6m              4.2m            4.0m              3.8m              3.6m             3.6m

6.6m               6.0m            5.6m              5.2m            5.0m              4.6m              4.6m             4.4m

7.6m               7.0m            6.6m              6.4m            5.8m              5.6m              5.4m             5.2m

3.8m               3.4m            3.2m              3.0m            2.8m              2.6m              2.6m             2.4m

4.8m               4.4m            4.0m              3.8m            3.6m              3.4m             3.4m             3.2m

5.8m               5.4m            5.0m              4.8m            4.4m              4.2m              4.0m             3.8m

6.8m               6.2m            5.8m              5.4m            5.2m              5.0m             4.8m             4.4m

3.4m               3.2m            2.8m              2.8m            2.6m              2.4m             2.4m             2.2m

4.4m               4.0m            3.8m              3.4m            3.4m              3.2m             3.0m             3.0m

5.4m               4.8m            4.6m              4.2m            4.0m              3.8m             3.8m             3.6m

6.2m               5.8m            5.4m              5.0m            4.8m              4.6m             4.4m             4.2m

5.8m              5.2m             4.8m              4.6m            4.4m              4.2m             4.0m             3.8m

7.0m              6.8m             6.2m              5.8m            5.6m              5.4m             5.2m             5.0m

8.6m              8.0m            7.6m               7.2m            6.8m              6.6m             6.2m             6.0m

9.0m              9.0m            9.0m               8.4m            8.0m              7.6m             7.4m             7.2m

5.2m              4.8m            4.4m               4.2m            4.0m              3.8m             3.8m             3.6m

6.8m              6.2m            5.8m              5.4m            5.0m               4.8m             4.6m             4.6m

8.0m              7.6m            7.0m              6.6m            6.2m               6.0m             5.8m             4.8m

9.0m              8.8m            8.2m              7.8m            7.4m               7.0m             6.8m             6.6m

4.8m              4.2m            4.0m              3.8m            3.6m               3.4m             3.2m             3.2m

6.0m              5.6m            5.2m              4.8m            4.6m               4.4m             4.2m             4.0m

7.4m              6.8m            6.2m              5.8m            4.8m               4.8m             4.8m             4.8m

8.8m              8.0m            7.4m              7.0m            6.6m               6.2m             6.0m             5.8m

4.4m              4.0m            3.6m              3.4m            3.2m               3.2m             3.0m             2.8m

5.6m              5.0m            4.8m              4.4m            4.2m              4.0m             3.8m             3.8m

6.8m              6.2m            5.8m              4.8m            4.8m              4.8m             4.8m             4.6m

8.0m              7.4m            6.8m              6.4m            6.0m              5.8m             4.8m             4.8m

Maximum roof beam spans relative to wind-zone
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